Graphic Presentations of the Driver’s Installation

1. Find the the driver to install

2. Choose “I accept the agreement” and “Next ” , see the picture as below:



3. Choose the Default Installation Path, and click the “Next ”, see the picture as below:

Select Destination Location
Where should Black Copper POS P80 Driver V7. 17 be installed?

Setup will install Bladk Copper POS P80 Driver W7. 17 into the following folder.

To continue, dick Mext. If you would like to select a different folder, did: Browse.,

ack Copper POS PO Driver V7,17 Browse... |

At least 10.9 ME of free disk space is required.

« Back I Mext = I Cancel

4. Create a Shortcut on the desktop in order to install the Driver directly next time. Click

the “Next ”, see the picture as below:

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing Bladk Copper
POS P80 Driver V7, 17, then dlick Mext.

Additional icons:

[¥] Create a desktop icon

< Back Mext = Cancel




5. Choose the “Install” , see the picture as below:

Setu

Ready to Install
Setup is now ready to begin installing Bladk Copper POS PE0 Driver ¥7.17 on
your computer.,

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location: r
C:'\Black Copper POS P80 Driver V7,17

Additional tasks:
Additional icons:
Create a desktop icon

| < Back Install | Cancel

6. Finish the installation and run the Driver. See the picture as below:

Completing the Black Copper POS
P80 Driver V7.17 Setup Wizard

Setup has finished installing Black Copper POS PE0 Driver
V7. 17 on your computer, The application may be launched by
selecting the installed icons.

Click Finish to exit Setup.

[¥] Launch Black Copper PGS P80 Driver V7,17

Finish




7 The software can automatically detect your computer's system without manual selection.
If printer is USB interface, please choose the “Check USB Port” . The software will
automatically detect which port on the computer is used by the printer. See the picture as

below:

You are using Windows 7 x86 Q5.
Please select Windows 7 to install.

—Select Windows QS
£ Windows XP " Windows Vista
= Wlindrese NN £ wWlindeae gig 4

Black Copper POS P80 Driver V7.17

o . Your USB printer's Port is:
A A USBOOL : i

s -

" BC-98AC

| ¥ setDefault Printer |

Check USBE Port I Install Mow | Cancel |

8. If it is other interface, choose the “Other”. Then click the “Install now” , see the picture

as below:

You are using Windows 7 x86 05,
Please select Windows 7 to install,

- Select Windows OS5
7 Windows XP " Windows Vista
{7 Windows 2003  Windows 8/3.1

& iindows 7 {7 Windows 10

Printer Interface : ¢ USBE % Other

- Select Printer Series

{* BC-80POS

™ BC-95AC

i BC-98AC

[~ SetDefault Printer

Check USE Port | Cancel |




9. Remind your installation is successful. please select the “Yes” to configure the printer

port. See the picture as below:

You are using Windows 7 k86 05,
Please select Windows 7 to install.

—Select Windows QS
£ Windows %P " Windows Vista

Black Copper POS P80 Driver V.17

4% Succeed!
b Do you want to configure printer now?

e |

" BC-g8AC

[T Set Default Printer

Zheck USE Port | Tnstall Mo I Cancel |

10 . Choose the printer’s corresponding port and click the “Apply”. See the picture as

below:

| General | Sharing I Ports Il Advanced I Color Managemert | Security I Device Seﬂhgs|

A%,  BC80POS

Print to the following port(s). Docurments will print to the first free
checked port.

Port Description Printer

] LPT3: Printer Port
[ COML:  Serial Port
[[] COM2:  Serial Port
[[] coMm3:  Serial Port
Serial Port
Print to File
USB TR0

Add Port... ] I Delete Port ] [ Configure Port...

|| Enable bidirectional support
[ Enable printer pooling




11. Select the “General” tab, and click the “Print the Test Page”, see the picture as below:

| General I Sharing | Ports  |Advanced | Color Management | Security | Device Se‘rtings|

- EC-80POS

Location:

Comment:

Model: BC-80P0OS

Features
Color: Mo Paper available:

Double-sided: Mo 807211 x 297 mm
Staple: Mo

Speed: Unknown

Maximurm resolution: 203 dpi

Preferences... ]I Print Test Page I

OK || Cance || ‘ool

If there is a test page printed by the printer, it means that the Driver’s

Installation has been finished.





