Method to add a new printer

Problems may happened during installation, please follow below steps to add a printer when you can

not see driver icon shown on devices and printers

1. Open devices and printers

-~ l.l < Hardware ... » Devices and Printers - Seorch Devices and Printers .'

File Edit View Tools Help
Add a device Add a printer

Windows can display enhanced device icons and information from the Internet. Click to change...

4 Devices (3)

b /
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4 Printers and Faxes (2)
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EPSON L300 Fax
Series on
Pc-201702111106

5 items

2. Click into [add printer], click [Add local printer] then [next]

What type of printer do you want to install?

< Add a local printer

Use this opticn only if you don't have a USB printer. (Windows automatically installs USE printers
when you plug them in.)

= Add a network, wireless or Bluetooth printer

Make sure that your computer is connected to the network, or that your Bluetooth or wireless
printer is turned on.
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3. Choose LPT port as default ,then click [next]

Choose a printer port

A printer port is a type of connection that allows your computer to exchange infermation with a printer.

(@ Use an existing port: ’LFTL (Printer Port) v-]

() Create a new port:

Type of port: | iSkysoft PDF Editor Monitor b |
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4. Install driver from Have Disk

Install the printer driver

/ ;f Choose your printer from the list. Click Windows Update to see more models.

To install the driver from an installation CD, click Have Disk.

Manufacturer * || Printers £%
Canon Canon Inkjet MP530 FAX
Epscn S Canon Inkjet MX300 series FAX
Generic 5] Canon Inkjet M¥310 series FAX
Microsoft - Sl Canon Inkjet MX700 series FAX i
ey el oo Toliice N AVTEAN oo CAY

5] This driver is digitally signed. [ Windows Update J I[ I-__I.q:we Di.Sk-'-'-'.- l

Tell me why driver signing is important

[umuca.mgwll




5. Browse C driver as below

Add Print

Install the printer driver

¥/ | mstal From Disk =
Ingert the manufacturer’s installation disk, and then 0
Fiiy make sure that the comect drive is selected below.

Manufa| | %
ﬁl

m

Epson

Generic Copy manufacturer’s files from:

Microsd|

LR = - [ Browse... ] -
@ This e U-H_.'-IH:\.:IIJI._';' TTTIE G, | iﬁ‘.‘fﬂ""‘“’:"“",ﬁ'ﬂ"' T —=e Dizk.., |

Tell me why driver signing is important

6. Find out file folder name POS PRINTER DRIVER in My Computer C: driver

L il .
= 5 r 9
Lookin: | & WIN7 (C) - @ %P E
= [ . Black Copper POS P80 Driver ¥7.17 { ‘
":ﬁ Boot A
Recent Items

& Documents and Settings
-| 1 Inetpub
—=l L Intel
Desktop o Msocache
=] Ly POS P80 Driver V717
E' 1) POS Printer Driver Setup V7.11
My Documents ) pos printer Driver V7.17

u! i . Program Files
|

ProgramData

Cemajntes A  Systern Velurne Information

L Users
1 Windows
L ¥TNYF POIS Printer Driver o

File name: ~inf -

Files of type: : Setup Irformation (*irf) - | Cancel




7+ Choose a right system, 32-bit or 64-bit

ot R i — -
Lookin: | Black Copper POS P8O Driver V7.17 - @ ¥ mr
S [0 |
Recent tems
N Windows NT [Windows x64
Desktop
E 64-bit system
My Documents 32-bit system
1A
Computer
||
File name: *inf - I Cipen I
Files of type: f-Setup Information (" inf) v

8. Choose INF file

Lookin: |} Windows NT x86

Recent Items

.

Desktop

g

My Documnents

A

Computer

O

WPSZH

File name:

| Setup Information (~inf)

Files of type:

BlackCopperPOSPrinterDriver_x86 -




9. Choose [OK]

Install the printer driver

-
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Insert the manufacturer’s installation disk, and then -
é make sure that the comect dive is selected below. “

Epson

Generic Copy manufacturer’s files from:

f“c_“fdl C:\Black Copper POS P80 Drver V7.17\Windows ~ ™ Browse.. | -
@ ThisoreerT L;I-Ilg;:ll.m :'I‘H‘IGI:;J::. r:_'r_nmuﬂ& Disk.. |

Tell me why driver signing is important

10. Choose a corresponding printer type,then click [next]

Install the printer driver

, : Choose your printer from the list. Click Windows Update to see more models.

To install the driver from an installation CD, click Have Disk.

Printers

| BC-80POS5 I
BC-85AC
BC-98AC

/i, This driver is not digitally signed!

e tpae | [ Emeos

Tell me why driver signing is impeortant
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11. Click [next]

Type a printer name

Printer name: BC-80P0OS

This printer will be installed with the BC-80POS driver.

12. Choose " Install this driver software anyway"

for your device.

2 Don't install this driver software

You should check your manufacturer's website for updated driver software

ify the publisher of this drive

oftware

information.

= Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal

(v) Seedetails

MNext |[ Cancel




13. Click [next]

Printer Sharing

If you want to share this printer, you must provide a share name. You can use the suggested name or
type a new one. The share name will be visible to other network users.

@ Do not share this printer

() Share this printer so that others on your network can find and use it
Share name: | BC-80POS |

Laocation: | |

Comment: | |

14. Click [Finish]

You've successfully added BC-80POS

[V]5et as the default printer!

To check if your printer is working properly, or to see troubleshooting information for the printer, print a
test page.

L g{ilﬂ atest page

Finish | | Cancel




15. Click and chose printer properties

[ ———

L k)| « Hard... » Device.. » - Search Devices and Printers o

File Edit View Toels Help

Add a device Add a printer See what's printing =l - @

4 Devices (3)

USB OPTICAL  USER-20180430G T
MOUSE K

4 Printers and Faxes (4)

See what's printing
v | Setas default printer

Printing preferences ;
74

w Create shortcut SRystERD:
Editor
Troubleshoot
Remove device
Properties
BC-80POS State: @ Default Status: 0 document(s) in queue

Model: BC-80POS
Category: Printer

16. Choose a corresponding port, then click [Apply]

|Gmelal|5"|amg| Ports Ilﬁdva"m&d Color Management ISecw‘ﬂleemceSeﬁmgsl

@ BC-80POS

Print to the following port{s). Documents will print to the first free
checked port.

Port Description Printer

[ LPT3: Printer Port

COML: | Serial Port

COM2: | Serial Port

[ com3: | Serial Port

[] comd: | Serial Port

[] FILE: Print to File

UsBOO1  USB EERUTEHLIRD]

[ Add Port... ] [ Delete Port I ’ Configure Port...

[ Enable bidirectional support
[T] Enable printer pooling




17. Click [General], start testing and click [Print Test Page]

Sharing | Ports | Advanced | Color Managemert | Security | Device Settings |

Location:

Comment:

Model: BC-80POS
Features

Color Ne Paper available:

Double-sided: No 80(72.1) x 297 rmm
Staple: Mo

Speed: Unknown

Maxirnurn resolution: 203 dpi

Preferences... Print Test Page

o) (o] [ ooy |

Once you could print test page, said that driver installed successfully

Congratulations and thank you!





